SCOPE _OF WORK
1. THE PRIMARY PURPOSE OF THE WORK CONTAINED IN THE CONSTRUCTION DOCUMENTS IS TO STABILIZE THE
STRUCTURE OF THE BUILDING. THE CURRENT SCOPE WILL ALLOW FOR THE BUILDING TO BE SAFELY
ACCESSED, BUT DOES NOT RESTORE THE BUILDING TO A HABITABLE CONDITION.
2. EXISTING STRUCTURAL CONDITIONS ARE SUMMARIZED IN A REPORT BY SILMAN DATED 8/31/2017.
3. THE BUILDING, "RICH HILL", IS LISTED IN THE NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK SHALL
COMPLY WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR REHABILITATION (36 CFR 67).
4. FOUNDATIONS:
4.1, PROVIDE DRAINAGE AROUND THE PERIMETER OF THE BUILDING AND/OR GUTTERS TO DIRECT STORM
WATER AWAY FROM THE BUILDING'S FOUNDATIONS. (SPECIFIED BY OTHERS)
4.2. REPLACE AN EXISTING DAMAGED BRICK PIER SUPPORTING A WOOD BEAM AND POST.
5. FLOOR FRAMING:
5.1.  DETERIORATED SECTIONS OF THE FLOOR FRAMING AND FLOORBOARDS REQUIRE REPLACEMENT.
6. WALL FRAMING:
6.1. REPLACE DETERIORATED WALL PLATES.
6.2.  REPAIR OR REPLACE DETERIORATED WOOD STUDS AND BRACES.
6.3.  INSTALL TEMPORARY DIAGONAL BRACING WHERE WALL FINISHES HAVE BEEN REMOVED.
7. ROOF:
7.1. REINFORCE ROOF-TO-WALL CONNECTIONS.
7.2.  REPLACE THE ROOFING (SPECIFIED BY OTHERS)
8. MISCELLANEOUS:
8.1.  REMOVE THE INTERIOR NON—HISTORIC EAST CHIMNEY.

NOTE: REFER TO THE DRAWINGS FOR DETAILS AND ADDITIONAL SCOPE.

GENERAL NOTES

1. ALL STRUCTURAL WORK SHALL CONFORM TO THE CHARLES COUNTY BUILDING CODE, REFERENCING THE
2015 INTERNATIONAL RESIDENTIAL CODE WITH AMENDMENTS. ALL GOVERNING STANDARDS LISTED IN THESE
NOTES SHALL BE THE EDITION REFERENCED IN THIS GOVERNING CODE.

2. THE BUILDING IS LISTED IN THE NATIONAL REGISTER OF HISTORIC PLACES. ALL WORK SHALL COMPLY WITH
THE SECRETARY OF THE INTERIOR'S STANDARDS FOR REHABILITATION (36 CFR 67). TAKE CARE TO AVOID
DAMAGE OR ALTERATION TO EXISTING MATERIALS, UNLESS DIRECTED OTHERWISE.

3. AN ARCHAEOLOGIST MUST BE PRESENT DURING ANY GROUND DISTURBING OPERATIONS. COORDINATE
REQUIREMENTS WITH THE PROJECT'S ARCHAEOLOGIST.

4. CONTRACTOR SHALL PROVIDE TEMPORARY SHORING, BRACING, SHEETING AND MAKE SAFE ALL FLOORS,
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FOUNDATIONS

1. BUILDING FOUNDATIONS SHALL BEAR ON UNDISTURBED SOIL HAVING MINIMUM BEARING CAPACITY OF 1500
PSF. ALL NECESSARY ADJUSTMENTS TO THE BOTTOM OF FOOTINGS TO BE REVIEWED AND APPROVED BY
THE STRUCTURAL ENGINEER OF RECORD.

2. ALL EXTERIOR FOOTINGS SHALL BE PLACED A MINIMUM OF 2°—0" BELOW FINAL GRADE.

3. CONCRETE SHALL BE POURED IN DRY EXCAVATIONS.

CONCRETE

1. ALL CONCRETE WORK SHALL CONFORM TO THE FOLLOWING GOVERNING STANDARDS.
1.1 AMERICAN CONCRETE INSTITUTE (ACI) ”BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE”
(ACI 318).

1.2 ACl "MANUAL OF CONCRETE PRACTICE” LATEST EDITION

1.3 CONCRETE REINFORCING STEEL INSTITUTE (CRSI) "MANUAL OF STANDARD PRACTICE”.

2. ALL CONCRETE SHALL BE NORMAL WEIGHT CONCRETE WITH A MINIMUM COMPRESSIVE STRENGTH OF 3,000
PSI AT 28 DAYS.

3. REINFORCING STEEL SHALL BE DEFORMED BARS CONFORMING TO ASTM A615, GRADE 60. REINFORCING
STEEL SHALL BE DETAILED ACCORDING TO THE ACI "DETAILS AND DETAILING OF REINFORCEMENT”, (ACI
315), LATEST EDITION.

4. PROVIDE CLEARANCE FROM FACE OF CONCRETE TO REINFORCEMENT AS FOLLOWS:

FOOTINGS: 3"

5.  REINFORCING DOWELS, WATERSTOPS AND OTHER EMBED ITEMS SHALL BE INSTALLED AND SECURED PRIOR

TO CONCRETE PLACEMENT. "WET—SETTING” OF EMBEDDED ITEMS IS NOT PERMITTED.

WOOD STRUCTURAL PANEL SHEATHING

1. PROVIDE STRUCTURAL | PLYWOOD SHEATHING WITH BOND CLASSIFICATIONS APPROPRIATE TO THE END USE:
"EXTERIOR”

WALL SHEATHING (STANDARD: NOM. %- THICK PLYWOOD (32/16 SPAN RATING).

USE PLY CLIPS OR OTHER EDGE SUPPORT AS REQUIRED FOR PLYWOOD SHEATHING.

LEAVE 46" SPACE AT ALL PLYWOOD PANEL END JOINTS AND %" SPACE AT ALL PANEL EDGE JOINTS.
UNLESS NOTED OTHERWISE, WALL SHEATHING SHALL BE FASTENED TO FRAMING WITH 84 COMMON NAILS @
4" 0.C. AT EACH SHEET PERIMETER AND 12" 0.C. ELSEWHERE. PROVIDE 2x6 BLOCKING AT ALL FREE
EDGES.

bR wN

POST—INSTALLED ADHESIVE ANCHORS

1. POST INSTALLED ANCHORAGE SHALL BE INSTALLED PER MANUFACTURER TECHNICAL DATA TO INTACT BASE
MATERIAL. NOTIFY ENGINEER OF RECORD PRIOR TO INSTALLATION IF BASE MATERIAL CONDITION DEVIATES
FROM STRUCTURAL DRAWINGS OR MANUFACTURER TECHNICAL DATA. ALL HOLES SHALL BE DRY CONCRETE
AND HAMMER DRILLED UNLESS OTHERWISE NOTED.

2. MANUFACTURER DATA FOR ALTERNATE ANCHORAGE PROPOSED BY CONTRACTOR SHALL BE SUBMITTED TO
ENGINEER OF RECORD FOR REVIEW AND APPROVAL. ANCHOR CAPACITY USED IN DESIGN SHALL BE BASED
ON THE TECHNICAL DATA PUBLISHED BY HILTI OR SUCH OTHER METHOD AS APPROVED BY THE STRUCTURAL
ENGINEER OF RECORD. SUBSTITUTION REQUESTS FOR ALTERNATE PRODUCTS MUST BE APPROVED IN WRITING
BY THE STRUCTURAL ENGINEER OF RECORD PRIOR TO USE. CONTRACTOR SHALL PROVIDE CALCULATIONS
DEMONSTRATING THAT THE SUBSTITUTED PRODUCT IS CAPABLE OF ACHIEVING THE PERFORMANCE VALUES OF
THE SPECIFIED PRODUCT. SUBSTITUTIONS WILL BE EVALUATED BY THEIR HAVING AN ICC—ESR SHOWING
COMPLIANCE WITH THE RELEVANT BUILDING CODE, LOAD RESISTANCE, INSTALLATION CATEGORY AND
AVAILABILITY OF COMPREHENSIVE INSTALLATION INSTRUCTIONS. ADHESIVE ANCHOR EVALUATION WILL ALSO
CONSIDER CREEP, IN-SERVICE TEMPERATURE AND INSTALLATION TEMPERATURE AND MUST PROVIDE
INFORMATION ON THESE [TEMS.

ERAMING LUMBER

1.

22.

ALL FRAMING LUMBER WORK SHALL CONFORM TO THE FOLLOWING GOVERNING STANDARDS: AMERICAN WOOD
COUNCIL "NATIONAL DESIGN SPECIFICATION FOR WOOD CONSTRUCTION,” AND "NDS SUPPLEMENT: DESIGN
VALUES FOR WOOD CONSTRUCTION".
FRAMING LUMBER SHALL HAVE EACH PIECE GRADE STAMPED, SHALL BE SURFACED DRY (EXCEPT STUDS,
WHICH SHALL BE KILN DRIED) AND SHALL CONFORM TO THE FOLLOWING SPECIES AND GRADE:
JOISTS:  DOUGLAS FIR-LARCH #2, SPRUCE PINE FIR #2, OR HEM FIR #2.
BEAMS, AND HEADERS: DOUGLAS FIR-LARCH #1, SPRUCE PINE FIR #1, OR HEM FIR #1.
STUDS AND PLATES: DOUGLAS FIR—-LARCH STUD GRADE, SPRUCE PINE FIR STUD GRADE, OR HEM FIR STUD
GRADE.
TIMBER LUMBER SHALL CONFORM TO THE FOLLOWING SPECIES AND GRADE:

DOUGLAS FIR—-LARCH #1, OR SOUTHERN YELLOW PINE #1.
PRESERVATIVE-TREATED WOOD: PROVIDE TREATED LUMBER COMPLYING WITH ACQ-D (CARBONATE). COPPER
AZOLE (CA-B), OR SODIUM BORATE (SBX (DOT) WITH NaS10/2) AT ALL LUMBER IN CONTACT WITH
CONCRETE OR MASONRY, OR AS OTHERWISE INDICATED ON STRUCTURAL DRAWINGS. ACZA TREATMENT IS
NOT PERMITTED. TREATED LUMBER AND/OR PLYWOOD SHALL BEAR THE LABEL OF AN ACCREDITED AGENCY
SHOWING 0.40 PCF RETENTION. WHERE LUMBER AND/OR PLYWOOD IS CUT OR DRILLED AFTER TREATMENT,
THE TREATED SURFACE SHALL BE FIELD-TREATED WITH COPPER NAPTHENATE (THE CONCENTRATION OF
WHICH SHALL CONTAIN A MINIMUM OF 2% COPPER METAL) BY REPEATED BRUSHING, DIPPING, OR SOAKING
UNTIL THE WOOD ABSORBS NO MORE PRESERVATIVE. REFER TO NOTES 2 AND 3 FOR SPECIES AND GRADE
OF WOOD UNLESS OTHERWISE NOTED ON PLAN.
ALL WOOD FRAMING INCLUDING DETAILS FOR BRIDGING, BLOCKING, FIRE STOPPING, ETC., SHALL CONFORM
TO THE "NATIONAL DESIGN SPECIFICATION FOR WOOD CONSTRUCTION” AND ITS SUPPLEMENTS AND SHALL BE
INSTALLED IN ACCORDANCE WITH THE NFPA "MANUAL FOR HOUSE FRAMING” OR THE GOVERNING
LOCAL/STATE BUILDING CODE.
FASTENING SHALL BE IN ACCORDANCE WITH THE MOST RESTRICTIVE OF: THE GOVERNING LOCAL/STATE
BUILDING CODE, OR THE MANUFACTURER'S RECOMMENDED FASTENING SCHEDULES.
AT THE ENDS OF ALL BEAMS, HEADERS AND GIRDERS PROVIDE A BUILT UP OR SOLID POST WHOSE WIDTH
IS AT LEAST EQUAL TO THE WIDTH OF THE MEMBER IT IS SUPPORTING AND WHOSE DEPTH IS 4" (NOM.)
AT INTERIOR WALLS AND 6" (NOM.) AT EXTERIOR WALLS UNLESS OTHERWISE NOTED.
BUILT UP BEAMS LESS THAN 8" DEEP SHALL BE SPIKED TOGETHER WITH 2 — 16D NAILS @16" 0.C. BUILT
UP BEAMS GREATER THAN 8" DEEP SHALL BE SPIKED TOGETHER WITH 3 — 16D NAILS @16” 0.C.
NO NEW OR EXISTING JOISTS, BEAMS OR STUDS SHALL BE CUT OR NOTCHED WITHOUT APPROVAL.

. ALL LIGHT-GAUGE HANGERS SUPPORTING PRESERVATIVE TREATED WOOD SHALL MEET OR EXCEED G185

(1.85 0Z OF ZINC PER SQUARE FOOT). ALTERNATIVELY, STAINLESS STEEL CONNECTIONS MAY BE USED.
FASTENERS SHALL MATCH THE HANGER FINISH AND MATERIAL.
ALL SILL PLATES SHALL BE PRESSURE TREATED AND ANCHORED TO FOUNDATION WALLS WITH %’ DIA.
HEADED ANCHOR BOLTS (ASTM F1554) @ 4'—0” 0.C. AND WITHIN 12" OF ALL SILL PLATES SPLICES. (MIN,
7” EMBED.)

WOOD HEADER SCHEDULE

ROUGH OPENING WIDTH HEADER
2x4 WALL 2x6 WALL

LESS THAN 3'-0” (2) 2x6 (3) 2x8

3-1T0 4-0" (2) 2x8 (3) 2x8

NOTE: PROVIDE (1) JACK STUD FOR SPANS LESS THAN 4'-0" WIDE,

| certify that these doCuments were prepared
or approved by me and that | am a duly
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.
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PLAN NOTES
1. CONTRACTOR TO VERIFY ALL DIMENSIONS AND CONDITIONS IN
FIELD.

2. PROVIDE TEMPORARY SHORING AS—NEEDED. SEE GENERAL NOTES,
S-001 FOR REQUIREMENTS.

3. IF DETERIORATED, DAMAGED, OR DECAYING FRAMING OR OTHER
STRUCTURAL MEMBERS ARE ENCOUNTERED THAT ARE NOT
DOCUMENTED BY THE PRESENT SCOPE OF WORK, CONTRACTOR
SHALL REQUEST DIRECTION FROM THE OWNER AND ENGINEER OF
RECORD.

4. CONTRACTOR SHALL REPAIR OR REPLACE ALL DETERIORATED
TIMBER FRAMING UNCOVERED DURING CONSTRUCTION, AS
DIRECTED BY THE OWNER AND ENGINEER OF RECORD. REFER TO
THE BID FORM FOR SCOPE AND ESTIMATED QUANTITIES. WHERE
FEASIBLE, RETAIN THE EXISTING FRAMING IN-PLACE AND SISTER
WITH NEW FRAMING OF EQUAL SIZE.

DEMOLISH EXTERIOR GABLE—END 2x4 WALL AFTER COMPLETION OF
ALL REPAIRS TO TIMBER WALLS AND FLOORS. INSTALL NEW STUDS,
HEADERS & JACK STUDS IN EXISTING WALL AS—NEEDED TO FRAME

WINDOW OPENINGS.

REPLACE EXIST. 4x6 TIMBER BRACE W/ NEW 4x6 — |

BRACE. CONNECT EA. END W/ (4) 3x4” SDS SCREWS

EXISTING BRICK PIER BELOW — |

EXISTING WOOD LOG PIER BELOW

REPAIR DAMAGED AND CRACKED SECTIONS OF EXISTING CHIMNEY AT
EXTERIOR AND INTERIOR. SEE "TYPICAL DETAIL REPAIR IN BRICK
MASNORY, S—203. REMOVE EXISTING NON—COMPATIBLE REPOINTING
MORTAR AND REPLACE WITH A MORTAR COMPATIBLE WITH HISTORIC
BRICK MASONRY (TYPE "0" MORTAR OR AN APPROVED ALTERNATE).
MATCH SIZE, TEXTURE, AND GRADATION OF EXISTING ORIGINAL MORTAR
SAND AS CLOSELY AS POSSIBLE. CONFIRM LOCATION OF MORTAR TO
BE MATCHED WITH THE OWNER AND ENGINEER OF RECORD PRIOR TO
PREPARATION OF SUBMITTALS. PROPORTION PORTLAND CEMENT, LIME,
AND SAND PER ASTM C 270. PROVIDE SUBMITTAL FOR MORTAR,

INCLUDING 4”x 6" SAMPLES OF (3) DIFFERENT MIXES OF COLORED
SANDS AND CEMENTS TO PRODUCE A MORTAR MATCHING THE EXISTING
CLEANED MORTAR WHEN CURED AND DRY WITH PRECISE
MEASUREMENTS OF INGREDIENTS, PROPORTIONS, GRADATIONS, AND
SOURCES OF SANDS FOR THE SAMPLES.

DEMOLISH EXTERIOR GABLE—-END 2x4 WALL AFTER COMPLETION OF
ALL REPAIRS TO TIMBER WALLS AND FLOORS. INSTALL NEW STUDS,
HEADERS & JACK STUDS IN EXISTING WALL AS—NEEDED TO FRAME

WINDOW OPENINGS.

REPLACE EXISTING DETERIORATED WOOD FLOORBOARDS WITH NEW
FLOORBOARDS TO MATCH EXISTING IN SIZE AND GRADE. FIELD VERIFY
EXTENTS OF REPLACEMENT REQUIRED AND CONFIRM WITH THE OWNER

AND ENGINEER OF RECORD.

EXISTING 2x4 INTERIOR WALL TO
REMAIN. SHEATH EXTERIOR PER
GENERAL NOTES, S-002.

DEMOLISH EXIST. INTERIOR 2x4
STUD WALL AFTER COMPLETION OF
ALL REPAIRS TO TIMBER WALLS

AND FLOORS
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SISTER EXIST. DETERIORATED TIMBER STUDS W/
(2)2x6 STUDS, FULL HEIGHT. SCREW TO PLATES

W/ (3) 3"x4” SDS SCREWS

NEW 6x8 WOOD POST UP TO ROOF. SCREW
TO EXIST. PLATES W/ (6) SDS x6” SCREWS

REPLACE EXISTING DETERIORATED FLOOR BOARDS
AND FRAMING BELOW STAIRS

EXISTING STAIRS TO REMAIN

A_‘

NEW 8x8 WOOD POST UP TO 2ND FLOOR. SCREW
TO EXIST. PLATES W/ (6) SDS jx6” SCREWS

REPLACE EXIST. DETERIORATED POST AND
DETERIORATED BRICK PIER WITH NEW 4x4
WOOD POST OVER NEW CONCRETE
FOUNDATION. SEE 2/S201 FOR FOUNDATION
DETAILS. 2. AN ARCHAEOLOGIST SHALL BE
PRESENT DURING ALL GROUND DISTURBING
ACTIMITIES. COORDIATE REQUIREMENTS WITH
THE PROJECT'S ARCHAEOLOGIST.

/ DEMOLISH EXTERIOR GABLE—END 2x4 WALL AFTER

EXIST. POST L—
ABOVE TO REMAIN

I\

COMPLETION OF ALL REPAIRS TO TIMBER WALLS AND
FLOORS.

DEMOLISH EXISTING CHIMNEY. SALVAGE BRICK AND
STORE ON-SITE FOR FUTURE USE.
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NON—ORIGINAL EXTERIOR orapproved by me and that | am a duly
licensed professional engineer under the laws
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W|TH WOOD S|D|NG expiration date 1/5/2020.
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PLAN NOTES

1. CONTRACTOR TO VERIFY ALL DIMENSIONS AND CONDITIONS IN
FIELD.

2. PROVIDE TEMPORARY SHORING AS—NEEDED. SEE GENERAL NOTES,
S-001 FOR REQUIREMENTS.

3. IF DETERIORATED, DAMAGED, OR DECAYING FRAMING OR OTHER
STRUCTURAL MEMBERS ARE ENCOUNTERED THAT ARE NOT
DOCUMENTED BY THE PRESENT SCOPE OF WORK, CONTRACTOR
SHALL REQUEST DIRECTION FROM THE OWNER AND ENGINEER OF
RECORD.

4. CONTRACTOR SHALL REPAIR OR REPLACE ALL DETERIORATED
TIMBER FRAMING UNCOVERED DURING CONSTRUCTION, AS
DIRECTED BY THE OWNER AND ENGINEER OF RECORD. REFER TO
THE BID FORM FOR SCOPE AND ESTIMATED QUANTITIES. WHERE
FEASIBLE, RETAIN THE EXISTING FRAMING IN-PLACE AND SISTER
WITH NEW FRAMING OF EQUAL SIZE.

DEMOLISH EXTERIOR GABLE—END 2x4 WALL
AFTER COMPLETION OF ALL REPAIRS TO TIMBER
WALLS AND FLOORS. INSTALL NEW STUDS,
HEADERS & JACK STUDS IN EXISTING WALL
AS—NEEDED TO FRAME WINDOW OPENINGS.

DEMOLISH INTERIOR 2x4 FURRING

DEMOLISH EXTERIOR GABLE—END 2x4 WALL
AFTER COMPLETION OF ALL REPAIRS TO TIMBER
WALLS AND FLOORS. INSTALL NEW STUDS,
HEADERS & JACK STUDS IN EXISTING WALL
AS—NEEDED TO FRAME WINDOW OPENINGS.

REPAIR BRICK NOGGING (APPROXIMATELY 12” x
24” AREA)

SISTER EXISTING DETERIOATED JOIST W/ (2)2x8
CUT TO MATCH DEPTH OF EXISTING JOIST

| certify that these documents were prepared
or approved by me and that | am a duly
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.
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NEW 8x8 WOOD POST FROM 2ND FLOOR

TO ROOF. SCREW TO PLATES W/ (6) #x4”
SDS SCREWS

REPLACE DETERIORATED TIMBER WALL TOP
PLATE AT 2ND FLOOR LEVEL WITH NEW
TOP PLATE. TEMPORARILY SHORE EXISTING
WALL ABOVE DURING REPLACEMENT. SEE

1/5202 FOR ADD’L DETAILS.

NEW 4x4 POST BELOW

REPLACE EXIST. DETERIORATED WOOD BEAM
AND POST WITH NEW BEAM AND POST.
CAREFULLY SALVAGE EXISTING "ARCH" TRIM
AND RE-INSTALL OVER NEW BEAM AND POST.

EXISTING POST BELOW TO REMAIN

DEMOLISH EXISTING CHIMNEY. SALVAGE
BRICK AND STORE ON-SITE FOR FUTURE
USE.

AFTER COMPLETION OF ALL REPAIRS TO
TIMBER WALLS AND FLOORS. INSTALL NEW
STUDS, HEADERS & JACK STUDS IN EXISTING
WALL AS—NEEDED TO FRAME WINDOW
OPENINGS.

ORIGINAL TIMBER FRAME WALL

NEW 8x8 WOOD POST FROM 2ND FLOOR TO
ROOF. SCREW TO PLATES W/ (6) #X4” SDS
SCREWS

NON-ORIGINAL EXTERIOR 2x4 STUD WALL
CLAD WITH WOOD SIDING
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PLAN NOTES

1. CONTRACTOR TO VERIFY ALL DIMENSIONS AND CONDITIONS IN
FIELD.

2. PROVIDE TEMPORARY SHORING AS—NEEDED. SEE GENERAL NOTES,
S-001 FOR REQUIREMENTS.

3. IF DETERIORATED, DAMAGED, OR DECAYING FRAMING OR OTHER
STRUCTURAL MEMBERS ARE ENCOUNTERED THAT ARE NOT
DOCUMENTED BY THE PRESENT SCOPE OF WORK, CONTRACTOR
SHALL REQUEST DIRECTION FROM THE OWNER AND ENGINEER OF
RECORD.

4. CONTRACTOR SHALL REPAIR OR REPLACE ALL DETERIORATED
TIMBER FRAMING UNCOVERED DURING CONSTRUCTION, AS
DIRECTED BY THE OWNER AND ENGINEER OF RECORD. REFER TO
THE BID FORM FOR SCOPE AND ESTIMATED QUANTITIES. WHERE
FEASIBLE, RETAIN THE EXISTING FRAMING IN—PLACE AND SISTER
WITH NEW FRAMING OF EQUAL SIZE.

INSTALL PLYWOOD
GUSSET
REINFORCEMENT AT
ALL RAFTER END
CONNECTIONS. SEE
DETAIL 1/S202

TIE CONNECTION REINFORCEMENT,

SEE 2/S202
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NEW TOP PLATE SPLICE, TYP. OFFSET
AS—NEEDED TO AVOID CONFLICTING WITH
EXISTING RAFTERS.

NEW 8x8 WOOD POST BELOW W/
SIMPSON LEC4 POST CAP OR
APPROVED ALT.

TIE CONNECTION REINFORCEMENT,
SEE 2/S202
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— NEW 7°x8" TOP PLATE

NEW TOP PLATE SPLICE.
REPLACE EXISTING TOP

TIE CONNECTION REINFORCEMENT,

SEE 2/5202

\
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N (€ )I 67" TOP PLATE I
I |
I I
= N I I
5 n: : :
a ol Ll Ll
o _’.5 l_l l_l
=) 2T 9. ﬁl
- — 2 H
%0 oo < <~
R Oo — —
o . | g ()
m g : :
<+'©® |
=><: .
< :
() :

~
<&
O‘l
_|
llo
v
>
=
M

7

(©) 6'x8" TOP PLATE

bt

20" 0.C. HIGH

:

(E) 3’4 1/2” CEILING JOISTS

INSTALL PLYWOOD GUSSET —/

10'-0"

PLATES WITH NEW TOP
PLATES WHERE SHOWN

EXISTING CHIMNEY TO BE
DEMOLISHED. SALVAGE BRICK AND
STORE ON-SITE.

REPAIR/REPLACE CEILING JOIST
SUPPORTS WHERE DAMAGED OR
MISSING, TYP. FASTEN EA. END

W/ MINIMUM (3) #” SDS SCREWS

NEW 8x8 WOOD POST BELOW W/
SIMPSON LEC4 POST CAP OR
APPROVED ALT.

TIE CONNECTION REINFORCEMENT,
SEE 2/S202

REINFORCEMENT AT ALL RAFTER END PLAN TRUE
CONNECTIONS. SEE DETALL 1/5202 TYP. SEE DETAIL 2/5202 NORTH  NORTH
oty e oo s o ﬁ @ @
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.
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PLAN NOTES

1. CONTRACTOR TO VERIFY ALL DIMENSIONS AND CONDITIONS IN
FIELD.

2. PROVIDE TEMPORARY SHORING AS—NEEDED. SEE GENERAL NOTES,
S-001 FOR REQUIREMENTS.

3. |F DETERIORATED, DAMAGED, OR DECAYING FRAMING OR OTHER
STRUCTURAL MEMBERS ARE ENCOUNTERED THAT ARE NOT
DOCUMENTED BY THE PRESENT SCOPE OF WORK, CONTRACTOR
SHALL REQUEST DIRECTION FROM THE OWNER AND ENGINEER OF
RECORD.

4. CONTRACTOR SHALL REPAIR OR REPLACE ALL DETERIORATED
TIMBER FRAMING UNCOVERED DURING CONSTRUCTION, AS
DIRECTED BY THE OWNER AND ENGINEER OF RECORD. REFER TO
THE BID FORM FOR SCOPE AND ESTIMATED QUANTITIES. WHERE
FEASIBLE, RETAIN THE EXISTING FRAMING IN-PLACE AND SISTER
WITH NEW FRAMING OF EQUAL SIZE.

| certify that these documents were prepared
or approved by me and that | am a duly
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.

- yi

INSTALL PLYWOOD GUSSET /
REINFORCEMENT AT ALL RAFTER END

CONNECTIONS. SEE DETAIL 1/S202

EDGE OF EAVES

FACE OF EXTERIOR
WALL BELOW

PLAN TRUE
NORTH NORTH

DO

“ROOF FRAMING PLAN

Date: 05/11/2018
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ATTIC CEILING LEVEL

EL. 20-8" (V.L.F.) VU

SECOND FLOOR

EL 150" (V.IF) I

FIRST FLOOR
EL. 3-0" (V.LF.)

SR )

X

/

/

%

COLLAR TIE
2%"x6” RAFTERS @ 30" O.C.

3"x4%” CEILING JOISTS @ 20" 0.C.

3"x4)%;” ORIGINAL RAFTER @
20" 0.C. RE-PURPOSED AS
SUPPORT FOR CEILING JOISTS

7"x8” TOP PLATE

35"x3%" OUTRIGGER

\ ATTIC CEILING TIE
\

NON-ORIGINAL EXTERIOR 2x4 WALL

TIMBER STUD WALL
\ 2ND FLOOR JOISTS, SEE PLAN
— SUMMER BEAM SUPPORTING JOISTS
/— FIRST FLOOR JOISTS, SEE PLAN

EXTERIOR FOUNDATION: STONE AND
/ BRICK PIERS WITH BRICK WALL INFILL

/1 SECTION LOOKING WEST

S200 / SCALE: 3/16=1"-0"

<

WOOD LOG FOUNDATION
BEARING ON SOIL

| certify that these documents were prepared
or approved by me and that | am a duly
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.

“SECTION LOOKING WEST
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/1 EAST WALL REPAIR DETAILS

al

EXIST. 2x4 EXTERIOR WALL TO BE
DEMOLISHED. SEE PLAN

EXIST. TIMBER STUDS ABOVE SECOND
FLOOR. PROVIDE TEMPORARY SHORING
DURING INSTALLATION OF NEW PLATE &
ATTACH TO NEW PLATE.

EXIST. 2ND FLOOR FRAMING &
FLOORBOARDS.

NEW FULL—-DEPTH 2x BLOCKING @ 32"
0.C. W/ (2) SIMPSON A23 ANGLES ON
EA. SIDE FASTENED W/ SD CONNECTOR
SCREWS.

NEW WOOD PLATE AT ZND FLOOR LEVEL
TO REPLACE EXISTING PLATE, SEE PLAN

NEW EXTERIOR SHEATHING. SEE GENERAL
NOTES, S-002.

EXIST. FIRST FLOOR FRAMING &
SHEATHING.

NEW FULL—DEPTH 2x BLOCKING @ 32"
0.C. W/ (2) SIMPSON A23 ANGLES ON
EA. SIDE FASTENED W/ SD CONNECTOR

SCREWS. ALIGN BLOCKING W/ NEW STUDS.

NEW 2x6 BEARING WALL, SEE PLAN
P.T. (2) 2x6 SILL PLATE

3” STAINLESS STEEL ADHESIVE ANCHOR
@ 6'-0" 0.C. MAX AND AT EACH STONE
PIER W/ 6" MINIMUM EMBED. & HILTI
HIT HY-270 ADHESIVE OR APPROVED
EQUAL INTO MASONRY BELOW.

EXIST. FOUNDATION WALL

NEW POST, SEE PLAN. PROVIDE SIMPSON
CBS/CBSQ COLUMN BASE OR AN APPROVED
ALTERNATE.

| ' EXIST. JOISTS ATTACHED TO LEDGER. LEDGER
/ ATTACHED TO FACE OF WOOD BEAM.
v J

/— NEW WALL, SEE PLAN AND 1/5201

i EXIST. WOOD BEAM TO BEAR ON
/ REPLACEMENT FOUNDATION WALL. PROVIDE
TEMPORARY SHORING FOR BEAM DURING
FOUNDATION WORK.

AR

T
Ld_ |
A]\jl

PRESERVATIVE TREATED 1X8 12" LONG

BEARING BLOCK

/

- | — 12" THICK x 2'-8" FULLY-GROUTED CMU
FOUNDATION WALL OVER CONCRETE FOOTING
TO REPLACE EXISTING DETERIORATED
MASONRY FOUNDATION.

L

T/

| ~— SIMPSON HGATOKT W/ (4) SDS}’x3” TO BEAM

AND (4) §” CONCRETE SCREW ANCHORS W/ 3
MIN. EMBED INTO CMU WALL

il
0"MIN.

2'-8"W x 2'-8"L x 16"D FOOTING. BOTTOM
OF FOOTING ELEVATION TO MATCH EXISTING
FOUNDATION. DO NOT UNDERMINE EXIST.
FOUNDATION.

EXIST. FOUNDATION WALL

|

4
[T1
1
|
2

[N

N
TF
|
|

a. . 4 S A

NEW FOOTING AT EAST WALL DETAIL

S201 SCALE: 1"=1"-0"

(2
&

SCALE: 1"=1"-0"

| certify that these documents were prepared
or approved by me and that | am a duly
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.

“FOUNDATION AND WALL DETAILS

Date: 05/11/2018
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3" MIN.
TYP

ROOF SHEATHING

(E) 1y4-)’x6”
THRUST BLOCK

(E) 2%’x6" RAFTER

WHERE RAFTERS DO NOT ALIGN W/ OUTRIGGERS,

/ PROVIDE FULL-DEPTH WOOD BLOCKING BTW. RAFTER

AND TOP PLATE. BLOCKING TO MATCH WIDTH OF RAFTER.

TOENAIL TO EA. SIDE W/ (4) SDS 3x4” SCREWS.

D NEW %" PLYWOOD GUSSET ON BOTH SIDES OF EA.

RAFTER. FASTEN TO RAFTER & OUTRIGGER OR
BLOCKING W/ SIMPSON %" SDS WOOD SCREWS OR
APPROVED ALT. USING PATTERN SHOWN, 135" MIN.

PENETRATION INTO BASE MATERIAL.

>~ NEW SIMPSON HGA10KT TIE ON ONE SIDE OF
OUTRIGGER OR BLOCKING W/ (4) SDS %x3" SCREWS
TO OUTRIGGER OR BLOCKING & (4) SDS %x3"

SCREWS TOP PLATE

(E) WOOD PEG BTWN. OUTRIGGER
& TOP PLATE

NEW OR EXIST. 7°x8” TOP PLATE

EXISTING INNER WALL TOP PLATE AT MIN. 48" O.C.
ALONG ALL WALLS WHERE OUTER WALL REMAINS.
CONNECT WITH (5) SDS#9 @ OUTER STUD AND WITH
SIMPSON GA2 W/SDS#9 AT TIMBER PLATE.

(E) TIMBER FRAME WALL

s PROVIDE 2X4 TIE BETWEEN OUTER WALL STUDS AND

(E) 3}/2”)(3}/219
OUTRIGGER
(E) 2x4 EXTERIOR ]
WALL —
+
+ o+
A
V
A
\Y
+ o+
+
+ o+

A

V

“N— (E) T.0. SECOND FLOOR

PROVIDE 2X4 TIE BETWEEN OUTER WALL
STUDS AND EXISTING INNER WALL 2ND
~—7 FL. PLATE AT MIN. 48" 0.C. ALONG ALL
| w WALLS WHERE OUTER WALL REMAINS.

CONNECT WITH (5) SDS#9 @ OUTER
STUD AND WITH SIMPSON GA2 W/SDS#9
AT TIMBER PLATE.

/ 1\ TYPICAL WALL AND RAFTER REINFORCEMENTS

S202 ) SCALE: 1 1/2"=1"-0"

SIMPSON HTT5KT TENSION TIE W/ (26) SD
#10x2-1/2" SCREWS OR AN APPROVED ALT.

&_\]

EXTERIOR CORNERS.

?\ NEW OR EXIST. WALL TOP PLATE

\ 2 THROUGH BOLT W/ PLI"x3"x3” PLATE WASHER
OR SIMPSON BP5/8—3 BEARING PLATE

/ 2\ TYP. ATTIC CEILING TIE/TOP PLATE CONN. REINF.

$202 /) SCALE: 1 1/2"=1"-0"

CUT TOP PLATE ENDS SQUARE
& BUTT FLUSH AT SPLICE

SIMPSON HTP37Z HEAVY TIE PLATE ON
TOP AND BOTTOM OF TOP PLATE W/ (20)
SIMPSON SD #9x2—1/2" SCREWS PER
PLATE, OR AN APPROVED ALTERNATE.

+

NOTES OFFSET SPLICE LOCATION AS— NEEDED SO THE SPLICE
DETAIL DOES NOT CONFLICT WITH THE EXISTING RAFTERS.

/3 \ TYPICAL WALL PLATE SPLICE DETAIL

\\\\\\\\\u iy,

¢ OF MAp 7,
S MNDRG -

WALL TOP PLATES, SEE PLAN

| certify that these documents were prepared

S202 ) SCALE: 1 1/2"=1"-0"

or approved by me and that | am a duly

licensed professional engineer under the laws

of the State of Maryland, license no. 38362,
expiration date 1/5/2020.

“ATTIC/ROOF DETAILS

Date: 05/11/2018

EXIST. ATTIC CEILING TIE NOTCHED OVER WALL TOP
PLATE AT INTERIOR OR EXIST. WALL TOP PLATE AT

sae 11/2"=1'-0"
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EXISTING

H\\I\

7

1. DENOTES BRICK TO BE REPLACED. WHERE CRACK IS THRU WALL,
REPLACE ALL WYTHES OF BRICK ON EACH SIDE OF CRACK TO 1st
MORTAR JOINT. REPLACE EXISTING HEADERS WITH NEW HEADERS.
REPLACE LOOSE AND CRACKED BRICKS. WHERE CRACK IS ONLY IN
OUTER WYTHE, REPLACE ONLY OUTER WYTHE.

2. WHERE CRACK IS OPEN AND /4" OR LESS AND IS PRESENT ONLY IN
THE OUTER WYTHE AND ONLY IN JOINTS, RAKE AND REPOINT JOINTS ONLY.

TYPICAL DETAIL
REPAIR IN BRICK MASONRY

SCALE: N.T.S.

OPEN CRACK

| certify that these documents were prepared
or approved by me and that | am a duly
licensed professional engineer under the laws
of the State of Maryland, license no. 38362,
expiration date 1/5/2020.

“TYPICAL DETAILS
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